ETag: "619d1557e635696b365ff5b57a199617"
accept: */*
authorization: LOW dcw8om4TECOncNyB:REDACTED_BY_IA_S3
connection: close
content-length: 12547466
expect: 100-continue
host: s3.us.archive.org
user-agent: curl/7.21.0 (i486-pc-linux-gnu) libcurl/7.21.0 OpenSSL/0.9.8o zlib/1.2.3.4 libidn/1.15 libssh2/1.2.6
x-amz-auto-make-bucket: 1
x-archive-meta-creator: American Telephone & Telegraph Company
x-archive-meta-date: 1961-09
x-archive-meta-document-number: BSP_026-706-711
x-archive-meta-document-series-abbrev: BSP
x-archive-meta-document-series-name: Bell System Practice
x-archive-meta-language: eng
x-archive-meta-mediatype: texts
x-archive-meta-noindex: true
x-archive-meta-rights-tag: copyrighted
x-archive-meta-title: 200-, 206-, 209- and 211-Type Selectors / Voltage Tests / Using SD-90013-01 (J97406) Selector Test Set
x-archive-meta-xrefs: SD-90013-01 J94706
x-archive-meta01-collection: bellsystempractices
x-upload-date: 2012-11-24T12:29:30.000Z
